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TRANSMITTER ANTENNA SETUP

Innovation Wireless

TRANSMITTER POWER SETUP

TCOLS REQUIRED:
ROME
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Single Line Message Board

o A/C Power Supply

) Mount and Level Hangers at 7 1/16" on Center

Double Line Message Board

——=o AJC Power Supply

133;I n

O Mount and Level Hangers at 13 3/8" on Center
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NTP Receiver Connection to Network

Connect your Ethernet Cable into the NTP Box marked LAN

With the supplied LAN cable, plug one end into the NTP receiver Box marked Transmitter
Plug the other end into the back of the Transmitters GPS/NTP Socket

When you connect the receiver Box and Transmitter, the POWER light should be on,
(Red) after 5-10 seconds the STATUS light should blink (GREEN)

© ©0600

You should get two Green lights on the Transmitter front. The Transmitter should adjust

to the correct time

Software Installation

Load the Included Software CD
Program should auto install. If not, follow the instructions below:

1. Click on Windows Explorer>Locate CD Drive>Click>.
2. Find and Click on Setup to add a Desktop Icon.

Click the Desktop Icon to open Banner Programming, and then follow the included instructions.

JiiN

e The NTP receiver and PC or Laptop must be on the same network to discover and connect.
e The Network must support DHCP to assign an IP address automatically on the NTP receiver.
e To assign a specific IP address on the NTP see page 8
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WIRELESS

;-'j DVD/CD-RW Dirive (E:) Jan 28 2011
I btk do s fox softamare el gemes:

Install or run program
s, RUM Setup.exe

FIDEEreT MEOE ST

General options
Open foider (o view fles

o UEng Windowe Expiones

Set sunoPMay defaults in Control Panel

2
4 NTP Utility II - InstallShield Wizard [~ 35|

Welcome to the InstallShield Wizard for NTP
utility 1T

The Installshield(R) Wizard will install NTP Utility III on your
computer, To continue, dick Mext.

WARMNING: This program is protected by copyright law and
international treaties,
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=
ﬁ NTP Utility I - InstallShield Wizard

]

Ready to Install the Program
The wizard is ready to begin installation.

exit the wizard.

Current Settings:

If you want to review or change any of your installation settings, dick Badk, Click Cancel to

Setup Type:
Typical

Destination Folder:

User Information:
Mame: takane

Cormpany: HP

InstallShield

C:\Program Files {(x86)\Innovation Wireless\NTP Utility TITY

-
:ﬁ! MNTP Utility I - InstallShield Wizard

Installing NTP Utility IIT
The program features you selected are being installed.

take several minutes.

Status:

Please wait while the Installshield Wizard installs NTP Utility III. This may

InstallShield

< Back

Mext = Cancel

Innovation Wireless Message Board Operations Guide
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»
881 NTP Utility II - InstallShield Wizard

e

InstallShield Wizard Completed

The Installshield Wizard has successfully installed NTP Utility
III. Click Finish to exit the wizard.

< Back |[ Finizh ] | Cancel

NTP Utility Software will OPEN

“Click Discover”

[ /4 NTP receiver Setup Uity I Ver3.000

ol

‘nnovation
MTP receiver IP address

My IP address

My MAC address
Subnet mask
Gateway [P address

MTP server IP address

W NTP receiver Setup Utility I Ver3.000 =
‘nnovation
NTF receiver [P address
My [P address 192 | . |63 | . |1 . |138

@ DHCP mode ) Fixed [P mode

Wy MAC address O0-1E-CO-E6-535-13
Subnet mask 20a0 || Al a0
Gateway IP address 192 |.188 | . |1 el 4]

NTF server [P address

Innovation Wireless

Secanning ID 1 ScanningID 1 = 182 | . |[163 | . |4 .11
time—a timefreq bidrdoc gov, MIST-Boulder, ©O
Man volatile ID @ Aut Mon volatile ID 1 @ Auto Mode 2 Fived Mode
Verd 51 2015/01 /13 171057 [ Wirrte HDiscuvﬂr ]
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[ 1w NTP receiver Setup Utility II Ver3.000 =
To enter custom IP
Address, select Fixed IP nnovation
mode
NTP receiver IP address
My IP address 192 |.[168 | .1 . 139
2 DHCP mode @ Fixed IP mode
My MAC address 00-1E-CO0-E6-55-73
Subnet mask 2598 (253 P25S 0
Gateway IP address 192 [(168 [. 1 ]
NTP server IP address
Scanning ID 1 = 132 | 183 || |4 . 101
time—a.timefreq.bidrdoc.gov, NIST-Boulder, CG
MNon volatile ID |1 @ Auto Mode ) Fixed Mode
Verd 31 2015/01/13 17:13:14 I! Write ‘ ‘ Discover ‘

After dlicking the X to close out
of the Utility Window you are
ready to start programming.
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Creating Messages

The Message Board Window has four tabs along the top of the screen. You cannot see
all four at the same time. To show the other tabs you have to use the scroll arrows on

the right hand side next to the tabs. \

W Innovation Wireless Message Board LAN 400 Ver2212 e p———
Miesaaga RSS Readar Davice
! ID
Meszage Board Device
IP address 1
- - ; —e | 2 ? Set Brightness
71922 168 .1 . (1382 7 Brosdcast
Calendar ime =
1 )| ShowClock |Orange v Red = ¥l Group!
¥ Group2
Show Message 3 + Groupd
¥ Groupd
Show Version < Qroupd
¥ Grouph
RSS Reader Reset % Group?

Continuatio =

Type in the IP address you discover or assigned on the NTP
Choose Between 8 Clock Arrangements

Color Selection

Banner Read Speed

Time Between Banner Message Reads

Check Box to Repeat Message

NounhwhNRE

Set Brightness
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e e e stz

Choice Messages Message RES Reader " ] . D
Choice Messages 5
1 EMERGEMCY EXIT M NIRTH DOOR =

Send b - ”GhﬂrL ¥ Breadcast

[¥ Groupl

[ Group2

[¥] Groupd

; ¥ Group4

Messages are pre programmed in the ” Gmu

Choice Messages Tab. Custom messages cannot be = i

saved from this tab. [#] Grouph

[ Group?

[ Innovation Wircless Message Board LAN 400 Ver2.212 Y
Choice Messages Message | RSS Reader I ol i
HAsRes N Use this tab to create 0

ITYPE YOLIR MESSAGE HERE

¥ Greup!
[# Grouwp2
¥ Groupd
¥ Groupd

OPTIOMAL SECOND LIMNE HERE

¥ GroupS
¥ Groupf

double line message boards ¥ Group?

Second line option only applicable for

0

Speed Selector
Stp Sk IA Fost | Send Message || Clear | e

Innovation Wireless
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RSS Reader

Use RSS Reader tab to set up RSS Reader. Tab comes prepopulated with Default RSS Sites.

¢ Innovation Wiselezs Message Board LAN 400 Ver2 712 [
[ L TSR i REE Reader Davica
1D
URL i
| http/ fres.cnncom/ res/onn_topstorses rss
[ ] ¥ Broadcast
| vALApD || uRLpeLere | :$TARTH$T¢P :

. - s # Groupl
http/ s vahoo com, rea/i ¥ Group?
e e ::h:uﬂfﬁf:nwiam & 7 Grougd

¥ Groupd
|m | .J_Gn;;mﬁ
¥ Grouph
=ee website address for RSS feeds below. ¥ GroupT?
Select one from the list and click URL ADD and
then START
=http:/fiwww_uen.orgffeeds/lists shiml=

Controlling Message Boards

r.'w Irngeeutscen Wieeless Mescage Board LAN £00 Ver2 212

Messapa E RE5 Reader | Darvica

Message Board Dravices

IP address > - 1

@ ez flesE 1 & harE *] |sSekBrjotinans |
s racd Ti

BszEy. 1831.0 & 100 = = "!G. o e

1 = |_Shnw0h:h | Drange ~ Red -
B a2 168 1 -8 -
fre2f . fles .1 F.[a Show Message | | use this section
182 163 ] 5 o designate

which boards

receme the
message,

_| Broadcast
¥ Growpld
[ Group2

Innovation Wireless
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© Receiving Channel
Side of Message / This must be exactly the same channel as the Transmitter channel.

Board

© Banner Group ID

© Banner Group Number Set
© Group ID Set (Up)
© Group ID Set (Down)

Sl
Ahm

Controlling Only One Message Board

If you want to control message board ID 010:

1. Remove the checks from all Group Boxes.
2. Specify the ID number (010) in the ID Box

[ Inncrvation Wircless Message Board LAM 400 Ver2.212 =
' . i
Messags RSS Reader Device
L} (]
Meszage Board Device ; I
IF address > B )
7 192/ 168’ 0 & zak =l Pt
Calendar Time
1 = | ShowCheh | Orangs = Red = #| Groupl
' Group?
14 163 1 4 Show Message Groupd
Groupd
Show Version Groups
Grouph
RSS Reader Reset Group?
Contimatio =
Spead 1
Time 15
Twice Exit
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Controlling the Message Boards Belonging to one Group

1. Remove the check from the Broadcast box.
2. Remove the checks from all Groups except, the Group you wish to control, ex: Group 1.
3. The ID box will be gray and is not able to be populated. Control of the Group supersedes the ID.
4. Click Show Message . . . . e — ———
L FEL Fastrder
Lmaa pu gt Cwvia

Controlling Message Boards Belonging to Two or More Groups

1. Remove the check from the Broadcast box.

2. Remove the checks from all of the Groups except the Group you wish to control in this example
Group 1 and Group 4.

The ID box will be gray and is not able to be populated. Control of the Group supersedes the ID.
4. Click Show Message

w

'wmmm.m#mhmmwﬁu = “‘

hdosza e RES Reader Do
I
Messspe Board [ =
[P pcdress -
72 eeH 0+ 7 D B
Calerdar Teme,

¥ Giroupl

1 ) Show Clock Crarge ~ Fad

She Wsssage

Not able to
be
populated
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Controlling All the Message Boards

1. Check the Broadcast box.
2. Check all Groups.
3. The ID box will be gray and is not able to be populated. Control of the Group supersedes the ID.
4. Click Show Message
e Inmuntion Winelets Mescage Board LAM 400 Ver2 212 e - ]
berssage | R5S Readoer Duavica
4]
Message Board Davica -
P address Sot Bright
—T i = —n rirGs
7 e el 0 B . h2al ) o e
Craberdar Time
1 : Show Clach Drangs ~ Fed - ¥ Groupl
4 Group?
Show Massage 4 Groupd
4 Groupd
Show Varsisn | Croupd
| Groupd
RSS Readar Fiasat ¥ Group?
Contnuatic =
Speed 1
Tima |15
Twice Exit

This Message Board has Seven Groups in all as Follows:
Each Group has a Special ID which can send a message to the Group at the same time.

=10/ x]
iD= o Group 1:ID 0 to 31
o, S Group 2:1D 32 to 63
|| [ s Group 3: ID 64 to 95
© Group2 roup 3: to
V¥ Group3
P Groupd Group 4: 1D 96 to 127
¥ GroupS
¥ Groupb Group 5:1D 128 to 159
¥ Group?
Group 6: 1D 160 to 191
Group 7: 1D 192 to 223
Exit

You can have many Boards with the same ID if you don’t want to assign all boards a separate ID.
Group 1 can have all 000 Boards as Group 1. In doing this however, you cannot send messages to only one Board.
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