nnova t 10/ Notification Button

Synchronized Time & Communication Systems

Notification Buttons initiate customized pre-recorded
messages (voice, tone, text), which are alerted through
IW’s PA speakers and/or message boards. These
buttons can be located anywhere within a facility, but
must be connected to the same LAN as Server Module.
Associated software provides a centralized platform
for managing all event-related notifications.

Part Numbers:

¢ |nitiates Customized Tone/Voice Messages e Lift Cover to Prevent Accidental Activation Single Notification Button
¢ Evacuate / Lockdown / Weather Alert / Etc. ¢ Power and Status LED Part # 600001
e Assign to Individual, Group, or All e Indoor Applications

Speaters & Messaqe Boards * Ethemet w/ AC Adapter or POE Triple Notification Button

e |ntegration with WIFI / POE Speaker & Part # 600003
e Option to repeat message 1,3,5,10, or 20 times POE Message Board System.

e Message plays completely

Key Benefits Lockdown
Notification Buttons are located anywhere within facility

and connected to the same LAN as Server Module. Evacuate
Customization so that you can illicit the correct Weather Alert

response for your application and environment.

Custom Tone/

Integration with Innovation’s WIFI/PoE Speakers Voice Message

and POE Message Boards to deliver Notifications
via Audio and Visual methods.

Associated System Software provides easy
Management and Control.

Notification Buttons Require: Server Module (SM)

V111725LR

Phone 888.559.5565 www.InnovationWireless.com


https://www.innovationwireless.com/products/panic-button-alarms.html

Single Notification Button

e System can support multiple notification buttons.

e \When using multiple notification buttons they
will all replicate each other.

Dimensions: 4-3/16” L x 3-3/16" W x 1-7/8" H
(10.63 cm x 8.09 x 4.76 cm)

Weight: 1 Ib
Connection: Ethernet Cat 5 w/ RJ45 (No WIFI Option)
Power Supply: PoE (IEEE 802.3af) or AC Adapter

Triple Notification Button

e System can support multiple notification buttons.

e \When using multiple notification buttons they
will all replicate each other.

Dimensions: 7-5/16"L x 3-3/16" Hx 1-7/8" D
(18.57 cm x 8.09 x 4.76 cm)

Weight: 2.0 lbs
Connection: Ethernet Cat 5 w/ RJ45 (No WIFI Option)
Power Supply: PoE (IEEE 802.3af) or AC Adapter
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