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Synchronized Time & Communication Systems

13” (33.02cm) Double Sided Ceiling Mount 13” (33.02cm) Double Sided Wall Mount A
Part # 210011W Part # 210021W 11 12 |

13” (33.02cm) 13” (33.02cm)
Part # 210001W Standard Brushed Aluminum
Part # 210001BW

16” (40.64cm) shown above
Part # 220001-WIFI

Wi-Fi Clocks offer the perfect synchronized time solution for
many new and retrofit applications. Easy to install and maintain,
each clock is programmed to detect and connect with your
existing Wi-Fi network, providing reliable and efficient operation

without needing additional equipment.  ,8 8, .. .29 .,
Features:
e Heavy Duty Construction e Wi-Fi (IEEE 802.11 b/g/n)
e Durable ABS Casing e Automatically Adjusts for DST
e Polycarbonate Lens e Battery (4 D Cell)

(shatter resistant)

e FCC (US), IC (Canada),
ETSI (Europe) Certified

e Real Time Clock Status
o WEP, WPA-PSK, WPA2-PSK Security

Dial Options
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Standard Arabic 12/60 Part # SA60

R
’r

Standard Military 12/24 Part # SM24

Additional Custom Logo Designs Available



13” (33.02cm) Analog Clock Specificatio

¢ Heavy Duty Construction 13.2” (7.63;cm)
e Durable ABS Casing* (31352;;“) 26"

. JR— 6.604
e Polycarbonate Lens (shatter resistant) (32.385cm) =

e Wi-Fi (IEEE 802.11 b/g/n)
e Power: 4 D Cell Batteries
e Battery Life Expectancy - 3 Years

Rear Case Diameter: 13.2” (33.528cm)
Front Case Diameter: 12.75” (32.385cm) -
Dial Graphics Diameter: 12” (30.48cm)
Edge Thickness: 2.6” (6.604cm)
Center Thickness: 3" (7.62cm)

(30.48cm)

*Part #511006-Wi-Fi has ABS Casing Covered with a Brushed Aluminum Sleeve

13” (33.02cm) and 16” (40.64cm) Rear Vie
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(11.43cm)

**1| Side Mount

3"
(7.62cm)

Ceiling Mount




